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In order  to mitigate climate changes  induced by human action,  the European Union 
settled a  long  term goal of  reducing, up  to 2050,  the  carbon  emissions  to 80  to 95% of 
1990 values. At the level of the built environment it is expected to reduce carbon emissions 
to about 90% of the values of 1990 in that period. 
In  order  to  promote  this  achievement,  EU  established  the  “nearly‐zero  energy” 
buildings  concept  that  emerged  in  the  context  of  the  EPBD  recast.  This  directive 




to  do  it  and  the  existing  standards  and  regulations  regarding  energy  consumption  are 
mainly  focused  on  new  buildings  and  do  not  respond  effectively  to  the  numerous 
constraints of  the existing ones.  It  is  then urgent  to develop new  renovation approaches 
that take into consideration the characteristics and limitations of existing buildings as well 
as  to  develop  tools and  good‐practices guides,  hold  on appropriate, applicable and  cost 
effective technologies, to support the different decision makers involved in this sector. 









Climate changes are evident all over the planet and  it  is no  longer possible to  ignore 
its  relationship with  the carbon emissions, deeply  related  to energy production and use. 
To  tackle  this problem different measures are being  taken worldwide  to promote energy 
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The EU has been  taking  relevant measures  for  the  reduction of energy consumption 
in buildings, with a target to  improve the energy efficiency of buildings, decrease carbon 
emissions and to increase the use of energy from renewable sources, each one in 20% by 




Several  standards  regarding  energy  consumption  have  emerged  in  the  last  decade 
[Thomsen  &  Wittchen  2008],  defining  increasing  levels  of  exigency,  like  Minergie  in 
Switzerland, Effinergie  in France, Passive House  in Germany, Code  for Sustainable Homes 
in UK or DK Low Energy Class 1  in Denmark. The “nearly‐zero energy” buildings concept 
emerged  recently  to  define  tangible  limits  and,  although  its  borders  are  not  yet  fully 
clarified, prospects point  to  a hierarchical  approach  that will  value  energy  conservation 




time,  the  existing ones  that will have  to  face  similar  challenges  in  the near  future,  and 
represent  the  least efficient,  the  largest consumers and  the  largest share of  the building 
stock  [Xing, Y., Hewitt, N., et al., 2011]. Existing  standards do not  respond effectively  to 
the numerous technical, functional and economic constraints of this kind of buildings and 
many  times,  the  requirements, mainly  targeted  to  energy  efficiency measures,  result  in 
very  expensive  measures  and  complex  procedures,  hardly  accepted  by  owners  or 
promoters. 




The  practical  implementation  of  this  concept  implies,  however,  deep  changes  of 
current  practices  and  also  in  mentalities.  It  is  needed  to  work  at  the  development  of 
effective renovation techniques where  innovation and technical progress are still needed, 
as well  as  actively  involve  the decision makers, multipliers  and policy makers,  to whom 






existing  buildings,  being mainly  targeted  to  energy  efficiency measures  that  very  often 
result  in  expensive  processes  and  complex  procedures,  it  is  then  necessary  to  act with 
new  renovation  solutions  that  prove  to  be  cost‐effective  and  add  value  to  the  building 
from the perspective of all stakeholders. 
Having  in  mind  the  overall  objective  of  slowing  down  climate  change,  carbon 
emissions  reduction measures  can be  as  effective  as energy  conservation  and  efficiency 
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measures and sometimes be obtained  in a more cost effective way. Therefore,  in existing 
buildings,  the  mostcost‐effective  renovation  solution  is  often  a  combination  of  energy 
efficiency  measures  and  carbon  emissions  reduction  measures.  Hence,  it  is  relevant  to 
investigate  where  is  the  balance  point  between  these  two  types  of  measures  in  a 
cost/benefit perspective for different local conditions and categories of existing buildings. 
It  is  pertinent  to  identify  the  optimal  range  of  “minimization  of  demand”  and 
“generation of renewable energy” measures,  i.e.,  level a and  level b measures, according 
to Figure 1, in a cost/benefit perspective. The main question is to understand how far it is 
possible  to  go  with  energy  conservation  and  efficiency  measures  (initially  often  less 
expensive  measures)  and  from  which  point  the  carbon  emission  reduction  measures 
become more economical  taking  into account  the  local context.  It  is permissible  that,  in 





comfort  improvement  (thermal,  natural  lighting,  indoor  air  quality,  acoustics, 
















for  the  building  renovation which  implies,  in  first  hand,  the  definition  of  the  reference 
buildings  that  characterize  the  existing  building  stock  and  the  definition  of  packages  of 
renovation  measures  applicable  to  the  reference  buildings.  These  packages  result  from 
different combinations of compatible energy efficiency and energy supply measures to be 
applied  to  a  building,  e.g.  the  application  of  low  energy  windows,  thermal  insulation, 
condensing  boiler  and  a  solar  thermal  system. All  combinations  of  commonly  used  and 
advanced measures should be submitted to a calculation of their energy performance and 
cost  over  their  life  cycle, which  allows  determining  the  economic  optimum  from  those 












 4º Congreso de patología y rehabilitación de edificios. PATORREB 2012 
 Grupo – Rehabilitation and Energy 




so  the  results  of  the  cost  optimal  analyses  can  be  largely  replicated.  The  packages  of 
measures  must  take  into  account  compatible  technologies  related  to  the  building 
envelope  (reduce heat  transmission and  improve air  tightness),  space heating, domestic 
hot water, ventilation systems, cooling,  lighting, building automation and control, as well 






The  practical  implementation  of  the  nearly  zero  emissions  and  energy  concept  in 
existing buildings  implies deep  changes of  current practices and a different approach  to 
the problem as well as new and effective  renovation  techniques where, despite  relevant 
developments, innovation is still needed. 
At the level of the stakeholders it is crucial to understand what owners and promoters 




promoters  when  evaluating  the  opportunity  of  a  rehabilitation  process.  However,  it  is 
necessary  to  identify  and quantify  as much  as possible,  the most  valued parameters by 
each one of  the performers,  identify  their preferences and define an overall  criteria  for 
rating the quality of the rehabilitation process. 
At  the  technical  level,  relevant  case‐studies,  available  or  emerging  efficient 
technologies  and  best  practices  must  be  inventoried.  These  must  be  analyzed  and 
enhanced  whenever  possible  and  studied  the  possibility  of  replication  in  different 
circumstances.  It  is  also  necessary  to  understand why  some  solutions  are  effective  and 
others not, even having potential, when they can or cannot work and why and why some 
solutions have good acceptance and others not, even when having a good performance. 
Among  the most  promising  techniques  are  some  emerging  insulation materials  like 
aerogel, multiple‐layer  insulation,  transparent  insulation materials, gas‐filled panels, and 
vacuum  insulation, as well as new  traditional and pre‐fabricated envelope  solutions and 
PCM’s.  In  the area of  the high energy efficient building equipments we have  the  lighting 
sources,  the  heating  sources  and  the  ventilation  systems,  where  some  of  the  most 
relevant  systems  are  low  energy  lighting,  passive  lighting  sources,  electrochomistic 
materials, solar thermal, biomass, heat pumps, combined heat and power, district heating, 
thermal  storage,  natural  ventilation  and mechanical  ventilation with  heat  recovery,  etc. 
[Xing, Y., Hewitt, N., et al., 2011]. At the last step towards zero carbon renovation, there is 
a  big  potential  of  micro‐generation  technologies,  such  as  wind,  solar,  PV  panels,  and 
hydro,  either  commercially  available  or  at  an  advanced  stage  of  development  allowing 
integration  of  renewables  at  building  and  probably  at  community  level, which must  be 
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(ECBCS Annex 56). This  is an ongoing project  (2010‐2015)  that aims at developing a new 
methodology,  as  the  basis  for  future  standards,  to  enable  cost  effective  renovation  of 
existing buildings while optimizing energy consumption and carbon emissions  reduction. 
At  the  end  of  the  project  it  is  expected  to  have  a  flexible methodology,  to  be  used  by 
interested  private  entities  and  agencies  for  their  renovation  decisions  as  well  as  by 
governmental agencies for the definition of regulations and their implementation, able of 
establishing  cost  optimized  targets  for  energy  consumption  and  carbon  emissions  in 
building  renovation, of  clarifying  the  relationship between  the emission  and  the  energy 




Although  this  is a global problem,  this project will be mainly  focused on  residential 
buildings,  both  single  and  multifamily  houses  once  these  account  for  75%  of  the  total 







Non‐residential  sector  comprises  a more  complex  and  heterogeneous  sector where 
the wholesale and  retail buildings are  the  largest portion with 28% of  the building area 
while  office  buildings  are  the  second  biggest  category  with  23%.  Variations  in  usage 
pattern,  energy  intensity,  and  construction  techniques  are  some  of  the  factors  adding 
complexity at  the  sector. Nevertheless,  some other buildings  like  simple office buildings 
without  complex  HVAC  systems  will  also  be  presented  as  case‐studies  in  this  project 
whenever  relevant  and useful  information  can  be  extracted  from  them  and  these  cases 
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will  also  be  used  to prove  the  applicability of  the  developed methodology  and  tools  to 
other buildings’  categories  in order  to  increase  the  variety of  solutions  and  innovations 
analysed and to promote public awareness.  
The work  to be done under  this project will  consist  in defining  the best  renovation 
strategies  in  a  cost‐effective  perspective  for  existing  buildings  of  different  categories, 










The  large  scale  renovation of  existing buildings  in  a nearly‐zero emissions  and  cost‐
effective  perspective,  with  the  integration  of  renewable  energy  and  innovative 
technologies and systems,  is crucial  for  the  international commitments  to reduce carbon 
emission  and  climate  change  mitigation.  However,  the  hierarchy  of  this  two  step 
approach, clear  for new buildings, can be questionable  for existing buildings. Due  to  the 
numerous  constraints  of  these  buildings,  the  most  cost‐effective  renovation  solution  is 
many  times  a  combination  of  energy  efficiency  measures  and  use  of  onsite  produced 
renewable  energy  dependent  of  the  local/regional  context.  The  determination  of  cost 
optimal levels for the building renovation implies identifying different packages of energy 
performance  measures  that  combine  conservation  and  efficiency  measures  with 
generation of renewable energy, and compare them in terms of their energy and financial 
performance over its life cycle. 
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